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(57) Abstract: The invention relates 
to a gyroscope production method and 
to the configuration of a gyroscope 
thus produced. More specifically, the 
invention relates to a method of producing 
a base (15, 35) for a scale (24, 44) on 
a gyroscopic ring (3, 7) belonging to 
a gyroscopic suspension of an arm 
of a parallel kinematic machine, said 
gyroscopic ring (3, 7) being provided 
with bearing pins (5, 9). According to 
the invention, the bearing pins (5, 9) are 
worked in a secure fixed state and the 
base (15, 35) for the scale (23) is also 
worked in the same fixed state, without 
said state being changed between the 
working of the bearing pins (5, 9) and 
that of the base (15) for the scale (24, 
44). The invention also relates to a 
scale configuration produced using the 
aforementioned method. 



(57) Resumen: Metodo de fabricaci6n de 
una base (15, 35) para una escala (24, 44) 
O sobre un anillo giroscopico (3, 7) perteneciente a una suspension girosedpica de un brazo de una maquina de cinematica paralela, 
^ en el que el anillo girosc6pico (3, 7) esta provisto de pasadores de cojinetes (5, 9) que estan trabajados en un estado fijo seguro, en 
Q el que la base (15, 35) para la escala (23) esta trabajada en un unico y mismo estado fijo sin cambiar dicho estado entre el trabajo 
^ de los pasadores de cojinetes (5, 9) y el trabajo de la base (15) para la escala (24, 44). La invencidn tambien hace referenda a una 
configuraci6n de escala realizada de acuerdo con el m6todo. 
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